
Auto configuration with using an auto configuration code 
 
The entire configuration process for a VoIP connection is automated for some VoIP providers. You can 
download the necessary VoIP access data to your phone from the Internet. 
 
Prerequisites: 

•  You have received an auto configuration code from your VoIP provider. 
•  The general access data for your VoIP provider is available for downloading. 

 
You can download all the data required for VoIP access from the Internet:  
 

• Click on <Settings> - <Telephony> in the navigation tree(left) for the following Web page. The 
<Connections> Web page opens with all your phone`s existing connections and all those that 
can still be configured.  

• Click on the <Edit> button linked to IP connection <IP1>  

 
 

• Start the Configuration Assistant 
 

 



• Choose <Yes> and click <Next> to continue. 
 

 
 

• Enter the auto configuration code you received from your VoIP provider in the Auto 
Configuration area in the Auto Configuration Code field (maximum 32 characters).  

• Click <Next> to continue. 

 

 
 
 



The telephone establishes a connection to the Internet and downloads all data required for the VoIP 
connection, i.e., the general provider information and your personal provider data (account data) are 
saved to your base. 
 
If you have already entered details on the Web page, this is deleted as soon as Start Auto 
Configuration is selected. The fields in the Personal Provider Data and General data of your service 
provider areas and the server addresses in the Network data for your service provider area are 
overwritten by the downloaded data. 
 
Please note: Depending on your provider, you cannot modify some or all of the configuration data 
elements. 
 
When the download is complete, the Connections list will be displayed.  
 

• Activate the connection. 
 

 
 
 
Now you can be reached on the corresponding VoIP phone number. 
 
 
 


